
DG VALVE SYSTEMS...
	Canadian owned & operated since 1995

 has provided quality valve automation and manual valve products 
to a wide range of end users and fabricators.

 stocks many major brands of valve actuators and valves with the 
ability to virtually match any actuator to any valve.

 operates a fully staffed machine shop which allows quick 
turnarounds of automated valve products.

 provides extensive inventory and “off the shelf” sales of all common 
actuator types and sizes.

7720 - 69 St.
Edmonton, Alberta

T6B 2J7

Phone: 780-413-1760
Fax: 780-413-1761

WWW.DGVALVESYSTEMS.COM

PNEUMATIC ACTUATORS
 Triac
 Bettis
 Elomatic
 Matryx
 Rotork

ELECTRIC ACTUATORS
 RCS
 Triac
 Bettis
 Rotork

HYDRAULIC ACTUATORS
 Bettis

ACCESSORIES
 TopWorx 
 Triac 
 Westlock 
 ASCO 
 Peter Paul

MANUAL GEARS & OVERRIDES
 Master Gear
 Triac

CHAIN OPERATORS
 RotoHammer

PRODUCTS WE CARRY:

DG VALVE SYSTEMS



BALL VALVES
 KF
 Grove
 Nutron
 Triac
 WKM 
 JAG
 PBV
 Fusion
 J-Flow

GATE, GLOBE, AND CHECK VALVES
 DSI 
 KF
 Newco
 Wheatly
 Gulf Check Valves
 SureFlow 

 Custom valve assemblies, valve actuator stem extensions, 
and spool piping c/w with valves and instruments.

MULTI-PORT BALL VALVES
 Triac 
 J-Flow 

BUTTERFLY VALVES
 Keystone
 Triac
 BRAY 
 Flow Plus

KNIFEGATE VALVES
 Elite Valves 
 Sure Flow

OTHER SERVICES OFFERED:

ELITE VALVE CANADA  
High Cycle Actuation

   1,000,000 Guarantee 

Features
Designed for High Performance Long Life 

•Springs & Guides - Carbon steel & coated for corrosion resistance

•Bearing Pad - Large contact area for long life

•Seals - Temperature range from -10°F ~ 176ºF With Buna N Nitrile

•Pinion -  standard ASTM A314 (303) EDA 0050-0075, Carbon Steel
 Electroless nickel coated for larger sizes

•End Caps & Piston - die-cast Aluminum Pistons are coated for 
Corrosion resistance. End Caps are die-cast aluminum and epoxy 
powder coated.

•Body - Extruded aluminum body (ASTM B210 6063) is Internally 
machined to exact speci cations and lapped to reduce friction. 
All surfaces internally are anodized.

•Mounting Pad - ISO 5211 for either direct mount or with an ISO 
bracket robust star drive, with NAMUR mount  ange for 
solenoids & switches

Bulletin: E003-SD

SPECIFICATIONS

Available in spring return and Double acting

High Cycle Bearings
Shaft bearings isolate the pinion gear from the 
housing and support the shaft for high cycle 
applications. 

Rugged Tooth Design 
The pinion teeth are engaged the full length and 
stroke of the piston. The pinion height allows 
manual override without disturbing the 
indicated positions.

Degree of Travel
The standard angle of rotation is 90º. additional 
travel rotations of 120º, 135º,150º and 180º are 
available for sizes UT16 and larger, Elite Valve 
features dual travel stops that provide ± 10º of 
travel in a standard 90º actuator.

PRODUCTS WE CARRY (cont’d):


