




Series Number     Pressure Body Material

432 (3pc Bolted ) 020: 2" 01: 150 ASME A2: A182-F316  (S.S)

030: 3" 03: 300 ASME B2: A182-F304  (S.S)

040: 4" 06: 600 ASME R2: A182-F316L  (S.S)

060: 6" 09: 900 ASME S2: A182-F304L  (S.S)

080: 8" 15: 1500 ASME L2: LF2 (SLT Nace)

100: 10" 25: 2500 ASME N2: A 105 N (Sour Nace)

End Connection

FR: Flanged-Raised Face AA: Standard (the original type) AB: Bare Stem

FJ: Flanged-Ring Joint EA: Trim 3mm ENP, RPTFE, Lever Handle SA: Trim 316 SS, RPTFE, Lever Handle

BB: Butt Weld (Sch.40) EB: Trim 3mm ENP, RPTFE, Gear Operator SB: Trim 316 SS, RPTFE, Gear Operator

BD: Butt Weld (Sch.80) EC: Trim 3mm ENP, PRTFE, Bare Stem SC: Trim 316 SS, PRTFE, Bare Stem

BF: Butt Weld (Sch.160) ED: Trim 3mm ENP, PEEK, Lever Handle SD: Trim 316 SS, PEEK, Lever Handle

BG: Butt Weld (Sch.XXH) EE: Trim 3mm ENP, PEEK, Gear Operate SE: Trim 316 SS, PEEK, Gear Operate

EF: Trim 3mm ENP, PEEK, Bare Stem SF: Trim 316 SS, PEEK, Bare Stem

EG: Trim 3mm ENP, NYLON, Lever Handle SG: Trim 316 SS, NYLON, Lever Handle

EH: Trim 3mm ENP, NYLON, Gear Operate SH: Trim 316 SS, NYLON, Gear Operate

EJ: Trim 3mm ENP, NYLON, Bare Stem SJ: Trim 316 SS, NYLON, Bare Stem

Trunnion Ball valve ordering examples:
432FR030F06L2EA = Series 432, Flanged-Raised Face, 3", Full Port, Class 600, LF2,3mm ENP,RPTFE,Lever Handle
Consult our sales department for a full range of options, material, for a particular valve style or service application.
Due to continuous development of our products, we reserve the right to modify our product design or construction without prior notice. 

Trunnion  Ball   Valve   Coding   System
Ordering    Information

200: 20"

240: 24"

Size

180: 18"

120: 12"

140: 14"

160: 16"

F: Full Port

R: Regular Port

432   -   FR   -   030   -   F   -   06   -   L2   -   EA
OptionBore
































