Design Features ERNCREST-ViER=ENRENG

)

Two O-ring Seals: Prevents leakage from stem area.

Emergency Sealant Injection Fitting: Allows extemal interventions to prevent stem leakage.

Blow-out Proof Stem (internally inserted): Safety feature that functions to assure stem sealing at all pressures.

Emergency Sealant Injection Fitting: Allows external intervention to prevent seat leakage.

Back-up Metal to Metal Sealing: When primary soft-seat material is deteriorated by fire, the metal-to-metal provides shutoff.

O-ring & Gasket Combination: Prevents leakage from body joint area.
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Floating Spring-loaded Seats: Assure sealing even at low pressures.

NEWAY reserves the right to change design, materials or specifications without notice and free of obligation to furnish or install such changes on products previouly sold 2 1
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Body 21
Closure 22

Ball 23

Seat Assembly (5+8) 24
Seat Insert 25
Seal Ring 26
Stem 27
Trunnion Alignment Pin 28
Thrust Washer 29
Trunnion Support 30
Gasket 31

Body Gasket 32
Spacer 33
Weather Seal Ring 34
Firesafe Gasket 35
Gland Cap 36

Top Flange 3ar
Thrust Washer 38
Bearing 39

Seat Follower 40
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Vent Valve
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Seat Spring
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TB3 Series Ball Valve

(6"& Larger)
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TB3 Series Ball VE{I2|'V“9l Material Specifications

[ndexno] Pt Bincexno] Pt

1 Body 21 Retaining Ring

2 Closure 22 Retaining Ring 5i ' '

3 Ball 23 Retaining Ring 1 '

4 Seat Assembly(5+8) 24 Antistatic Spring

5 Seat Insert 25 Seat Spring 14 -

6 Seal Ring 26 O-Ring

7 Stem 27 O-Ring 37 -I '

8 Trunnion Alignment Pin 28 O-Ring 38 o~

9 Body Gasket 29 O-Ring 2 =

10 Gasket 30 Vent Valve 23 :%.

1 Spacer 31 Bolt 8‘ 28

12 Gasket 32 Nut :: —

13 Seat Fire safe Gasket 33 Nut

14 Top Flange 34 Screw

15 Flange Cap 35 Bolt ‘ B

16 Thrust Washer 36 Pin i " -

17 Trunnion Bearing 37 Stem key :

18 Stem Bearing 38 Pin

19 Seat Follower 39 Weather Seal Ring 53 ‘ ‘

20 Retaining Ring

* Seat & stem injection avaliable on request. 15 .
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Material Specifications

Standard

TB3 Series Ball Valve

(6"& Larger)

Stainless Steel

Sour Service

Low Temperature
Service
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11- Please contact factory for materials supplied

Body
Closure
Ball
Seat Assembly (5&6)
Seat Insert
Seat Ring
Stem
Trunnion Alignment Pin
ThrustWasher
Trunnion Support
Gasket
Body Gasket
Spacer
Weather Seal Ring
Firesafe Gasket
Gland Cap
Top Flange
ThrustWasher
Bearing
Seat Follower
Vent Valve
Drain
Seat Spring
Anti-static Device
Gasket
O-Ring
O-Ring
O-Ring
O-Ring
Body Stud
Body Nut
Screw
Screw
Gland Pin
Key
Spring Pin
Seat Injection
Stem Injection
Bearing

Gasket

ASTM A105N
ASTM A105N
ASTMA105N/ENP
Assembled By No.5&6
RPTFE / NYLON / PEEK
ASTM A105N/ENP
ASTM A105SN/ENP
ASTM A182-F316
PTFE
ASTM A216-WCB/ENP
31655 + Graphite
316SS + Graphite
PTFE
NBR (HNBR [ VITON
31655 + Graphite
ASTM A10SN
ASTM A105N
316 + PTFE + MoS2
316+ PTFE + MoS2
ASTM A105N/ENP
Assembly
Stainless Steel
Inconel X-750
Stainless Steel
3165S + Graphite
NBR [ HNBR / VITON
MNBR /HNBR [ VITON
NER/HNBR / VITON
NER/HNBR/VITON
ASTMA193-B7
ASTM A184-2H
Carbon Steel
Carbon Steel
Carbon Steel
Carbon Steel
Carbon Steel
Stainless Steel
Stainless Steel
316+ PTFE + MoS2

316SS + Graphite

ASTM A182-F316
ASTM A182-F316
ASTM A182-F316
Assembled By No.586
RPTFE/NYLON /PEEK
ASTM A182-F316
ASTM A182-F316
ASTM A182-F316
PIFE
ASTMA351-CF8M
316SS + Graphite
31655 + Graphite
PTFE
NBR /HNER / VITON
31655 + Graphite
ASTM A182-F316
ASTM A182-F316
316+ PTFE + MoS2
316+ PTFE + MoS2
ASTM A182-F316
Assembly
Stainless Steel
Inconel X-750
Stainless Steel
31685 + Graphite
NER/HNER/VITON
NER /HNER / VITON
NER/HNBR/VITON
NER /HNBR [ VITON
ASTMA193-B8
ASTM A184-8
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
316+ PTFE + MoS2

31855 + Graphite

ASTM A105N
ASTM A105N
ASTM A105N/ENP
Assembled By No.5&6
RPTFE/NYLON / PEEK
ASTM A10SNIENP
ASTM A105N/ENP
ASTMA182-F316
PTFE
ASTM A216-WCB/ENP
31655 + Graphite
31655 + Graphite
PTFE
NBR/HNBR/VITON
316SS + Graphite
ASTM A105N
ASTMA10SN
316 + PTFE + MoS2
316 + PTFE + MoS2
ASTM AT0SN/ENP
Assembly
Stainless Stee|
Inconel X-750
Stainless Stee|
31658 + Graphite
NBR/HNBR fVITON
NBR/HNBR/VITON
NBR /HNER [/ VITON
NBR {HNBR / VITON
ASTM A183-BTM
ASTM A194-2HM
Carbon Steel
Carbon Steel
Carbon Steel
Carbon Steel
Carbon Steel
Stainless Steel
Stainless Stee|
316+ PTFE + MoS2

3165S + Graphite

ASTMA350-LF2
ASTMA350-LF2
ASTM A350-LF2/ENP
Assembled By No.5&6
RPTFE/NYLON / PEEK
ASTM A350-LF2/ENP
ASTM A350-LF2/ENP
ASTMA182-F316
PTFE
ASTMA352-LCB/ENP
31655 + Graphite
316855 + Graphite
PTFE
NBR/HNER /VITON
3165S + Graphite
ASTM A350-LF2
ASTMA350-LF2
316 + PTFE + MoS2
316+ PTFE + MoS2
ASTM A350-LF2/ENP
Assembly
Stainless Steel
Inconel X-750
Stainless Steel
31655 + Graphite
NEBR/HNBR/VITON
NBR /HNBR /VITON
NER/HNER/VITON
NBR /HNER [ VITON
ASTMA320-LTM
ASTM A194-TM
ASTMA320-LTM
ASTMA320-LTM
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
316 + PTFE + MaS2

318SS + Graphite

NEWAY reserves the right to change design, materials or specifications without notice and free of obligation to furnish or install such changes on products previouly sold.




TB3 Series Ba" Valve Three-piece, split body, forged steel, side entry design

Gear Operator

150 LB Dimensions

o | & | w [ w | w | wesht |
I S O S Y

2 50 2m 51 7.01 178 7.87 200 433 10 10.43 265 463 21
3 80 298 76 789 203 11.81 300 496 126 1.2 285 708 32
4 100 402 102 9.02 228 12.40 5 650 165 1.22 285 10.2 50
5 150 598 152 1551 394 1318 335 650 165 11.81 *300 3616 164
8 200 7.98 203 17.99 457 1594 405 787 200 11.81 *300 7606 345
10 250 10.00 254 21.02 534 16.81 427 866 220 11.81 *300 970.0 440
12 300 12.01 305 24.02 610 18.31 465 10.31 262 19.69 *500 12721 S77
14 350 13.27 337 27.0 686 19.92 506 11.54 203 2362 *500 1893.7 850
16 400 15.24 387 30.00 762 24.48 622 13.43 kL 2362 *800 25221 1144
18 450 17.24 438 34.02 864 2822 866 16.22 412 2362 *800 317486 1440
20 500 19.25 489 3598 914 28.74 730 17.13 435 2362 *500 42857 1944
22 550 21.26 540 30.02 291 32.80 833 1880 480 2362 *500 5185.2 2352
24 600 2327 591 420 1087 3524 895 2039 518 31.50 *800 8179.5 2803
26 650 25.00 635 45.00 1143 3543 900 2106 535 3150 *800 7054.7 3200
28 700 210 686 49.02 1245 36.81 935 2134 542 31.50 *800 89242 4048
30 750 29.02 737 50.88 1265 39.76 1010 2382 605 3150 *800 13668.4 6200
32 800 3075 781 54.02 1372 4173 1060 2559 850 3150 *800 12103.2 5490
34 850 3276 832 57.99 1473 4240 1077 2559 850 3150 *800 14779.5 6704
36 900 3440 a76 60.00 1524 43.90 ms 2756 700 3150 *800 21164.0 9600
40 1000 38.50 978 67.99 1727 5512 1400 34.06 885 31.50 *800 226433 10271
42 1050 4024 1022 78.23 1987 6291 1598 3543 900 31.50 *800 266975 12110
48 1200 4598 1168 8348 2120 67.80 1722 4102 1042 31.50 *500 404762 18360

Reduced Port

32 8050 2m 51 299 78 T.99 203 T.87 200 433 10 10.43 265 58.4 27
43 100*80 289 76 402 102 9.02 229 11.81 300 4.96 126 1n.22 285 882 40
6% 150*100 4.02 102 5.08 152 15.51 304 12:40 S 6.50 165 11.22 285 1499 68
B8'6 200*150 598 152 T7.99 203 17.99 457 13.19 335 669 170 11.81 300 3902 177
10'8 250%200 7.99 203 10,00 254 21.02 534 1504 405 .87 200 11.81 300 676.8 307
12*10 300250 10.00 254 12,01 305 24.02 610 16,81 427 B8.66 220 .81 300 1221 509
14*12 350°300 12.01 305 1327 337 21m 686 18.31 465 1031 262 19.69 *500 1501.7 722
1614 400*350 13.27 337 1524 387 30.00 762 19.92 506 11.54 293 2362 *600 21385 a70
18*16 450°400 15.24 387 17.24 438 3402 864 24,49 622 13.43 34 2362 600 28461 1261
2018 500%450 17.24 438 19.256 488 35.08 914 2622 666 15.43 302 2362 *600 3881.7 1670
22*18 550450 17.24 438 2126 540 39.02 291 26.22 666 15.43 392 2362 ‘600 51653 2343
24*20 600"500 18.25 489 2327 591 4201 1067 2874 730 1713 435 2362 600 42416 1924
26"22 650"550 21.26 540 25.00 635 45,00 143 32.80 833 18,90 480 2362 600 4883.2 2215
2824 700%600 227 591 2701 686 49.02 1245 3524 885 20.39 518 31.50 800 5852.4 2700
3024 750%600 2327 591 2002 737 50.98 1205 3524 895 2039 518 31.50 *800 ‘84330 2018
32'26 800"650 25.00 635 30.75 781 54.02 1372 35.43 200 21.06 535 31.50 800 8820.4 4005
34*28 850°700 27.01 686 3276 832 57.98 1473 38.81 935 2134 542 31.50 800 9799.4 4445
36"30 900*750 29.02 737 3449 876 60.00 1524 39.76 1010 2382 805 31.50 *800 11011.9 4995
40*34 1000*850 3276 832 3850 978 67.99 1727 42.40 1077 25,50 650 31.50 800 180776 8200
42*36 1050900 3448 876 4024 1022 78.23 1987 43.80 115 2756 700 31.50 ‘800 239661 10871
48*40  1200*1000 3850 a78 4598 168 B83.48 2120 5512 1400 34,08 885 31.50 *800 2080B.0 13520

* Gear Operator

NEWAY reserves the right to change design, materials or specifications without notice and free of obligation to furnish or install such changes on products previouly sold.




Three-piece, split body, forged steel, side entry design TB3 Series Ba" Valve

H1

Gear Operator

300 LB Dimensions
- FwPt
| size |

o | v [ wm [ e | w | weght |
BT R

2 50 2m 51 8.50 216 811 206 4.45 13 10.43 285 55.1 25
3 80 299 76 1.14 283 1240 315 5.08 129 15,75 400 101.4 46
4 100 402 102 12,01 305 12,09 330 B.65 169 29,53 750 169.8 77
6 150 598 152 15.87 403 13,58 345 583 148 11.81 *300 3770 171
8 200 799 203 19.76 502 16.34 415 7.28 185 11.81 *300 J09.9 322
10 250 10.00 254 2236 568 16.81 427 8.90 226 1575 *400 1180.5 540
12 300 1201 305 2551 648 18.31 485 10.59 269 19.69 *500 18821 763
14 350 13.27 337 30.00 762 2043 518 11.81 300 2382 *600 21485 975
16 400 15.24 387 3209 838 2512 638 13.78 350 2362 *600 3086.4 1400
18 450 17.24 438 3598 914 26.80 883 15.83 402 2362 *800 37809 1715
20 500 19.25 489 239.02 991 2045 748 17.56 446 2362 *600 54652 2479
2 550 21.26 540 4299 1082 3362 854 19.37 492 2362 *600 48942 2220
24 600 237 501 45.00 1143 3610 M7 20.91 531 31,50 *800 63713 2890
28 700 21.01 686 5299 1346 37.72 958 21.89 556 31.50 *800 10086.0 4575
30 750 2902 73T 55,00 1397 40.75 1035 2441 620 31.50 *800 123236 5590
32 800 3075 781 60.00 1524 4280 1087 2622 666 31.50 *800 13756.6 6240
34 850 32.76 832 64,02 1626 4348 104 2622 666 31,50 *800 16247.8 7370
36 900 34.49 876 67.99 1727 45.00 1143 2827 718 31.50 *800 18595.7 8435
40 1000 3850 o78 75.98 1930 56,50 1435 34.92 887 31.50 *800 24691.4 11200
42 1050 40.24 1022 80.00 2032 64,49 1638 3834 923 31.50 *800 28769.8 13050
48 1200 4598 1168 8543 2170 69.49 1765 42,05 1068 31.50 *800 418871 18000

Reduced Port

 se [ 0 [ o [ v [ w [ W | w | wewn |

| in | mm | in | mm | in [ mm | in [ mm | in [ mm [ in [ om | in | mm |
32 80*50 201 51 209 76 114 283 8.1 206 445 113 1043 285 79.4 36
4*3 100°80 299 76 4.02 102 1201 305 1240 315 508 120 1575 400 1213 55
64 150100 402 102 598 152 1587 403 1299 330 665 169 2953 750 2489 112
86 200*150 508 152 7.89 203 19.76 502 1358 345 583 148 11.81 *300 4894 222
10*8 250*200 788 203 10.00 254 2236 568 16.34 415 7.28 185 1.81 *300 8309 381
12*10 300250 10.00 254 1201 305 2551 648 16.81 427 8.90 226 19.68 *500 1278.7 580
14*12 350300 1201 305 1327 337 3000 782 1831 485 1059 269 2362 ‘600 20282 920
1614 400*350 1321 837 1524 387 3290 838 2043 519 1181 300 2362 ‘600 23148 1050
18*16 450*400 1524 387 17.24 438 3588 914 2512 638 13.78 350 23,62 "500 33730 1530
20*18 500°450 1724 438 1925 489 3902 991 2689 883 1583 402 | 2362 ‘600 40344 1830
22*18 550*450 17.24 438 21.26 540 42,6909 1082 26,89 683 15.83 402 23.62 *600 44312 2010
24*20 600*500 1925 489 2327 591 4500 1143 2945 748 17.56 446 2362 ‘600 48942 2220
28*24 700600 23.27 501 2710 686 52.60 1348 3610 a17 2091 531 31.50 *800 T054.7 3200
30%24 750*600 227 591 2002 737 5500 1387 3610 917 2081 531 315  'B00 87081 3950
34%28 850700 2701 886 3276 832 8402 1626 3772 958 2189 556 3150 800 106812 4845
36*30 900750 28.02 737 34.49 876 B£7.99 1727 40.75 1035 244 620 31.50 *800 13448.0 6100
40%34 1000°850 3278 832 3850 978 7508 1930 4346 1104 2622 666 3150 ‘800 180776 8200
42*36 1050*900 3449 876 40.24 1022 80.00 2032 4500 1143 2827 718 31.50 *800 202822 G200
4840 12001000 3850 978 4508 1188 8543 2170 5650 1435 3492 887 3150 ‘00 330888 15000

* Gear Operator

NEWAY reserves the right to change design, materials or specifications without notice and free of obligation to furnish or install such changes on products previouly sold.




TB3 Series Ba" Valve Three-piece, split body, forged steel, side entry design

Full Port

2 50 292 400

3 80 356 20 750

4 100 432 89 1000

6 150 ; 559 48 300

8 200 799 203 2508 660 1634 415 7.28 185 11.81 300 9965 452

10 250 10.00 254 3088 787 16.81 427 8.90 226 18.68 *500 1622.6 736

12 300 1201 305 3200 838 18.31 485 1059 260 2362 *600 22046 1000
14 350 1327 337 3500 889 2043 519 11,81 300 2362 *800 29209 1320
16 400 15.24 387 38.02 991 2512 638 13.78 350 2362 *600 38139 1730
18 450 17.24 438 4299 1002 26,80 683 1583 402 2362 600 5037.5 2285
20 500 19.25 488 47.01 11964 2045 748 17.56 446 2362 *800 8203.7 2814
22 550 2128 540 50.98 1285 33682 854 1937 492 3150 *800 74295 3370
24 600 23.27 561 55.00 1367 3610 a7 2091 531 31.50 *B00 10846.6 4820
28 700 27.01 686 6098 1549 3772 958 21.89 556 31.50 *800 13350.8 080
30 750 29.02 737 85.00 1651 40.75 1035 24.41 620 31.50 800 14748.7 6690
32 800 3075 781 70.00 1778 4280 1087 26.22 666 31.50 *800 17250.9 7825
34 850 3278 832 75.98 1830 43.48 1104 2622 666 3150 800 18650.8 8460
36 [00 3449 876 820 2083 45.00 1143 28.27 718 31.50 *BOO 234788 10850
40 1000 385 978 85.00 2159 56.50 1435 3492 887 31.50 800 32407 4 14700
42 1050 4024 1022 8563 2175 64.49 1638 3634 023 31.50 800 36177.2 18410
48 1200 4598 1168 o587 2435 69,49 1765 4205 1068 31.50 *800 533510 24200

3%2 80*50 201 51 299 76 1402 356 811 206 445 13 1575 400 1037 47
43 100*80 299 76 402 102 17.01 432 12.40 315 508 128 2953 750 1896 86
6%4 150100 402 102 598 152 2201 559 12.99 330 665 169 3937 1000 3571 162
86 200*150 598 152 799 203 2598 660 13.58 345 583 148 1.81 300 670.2 304
108 250*200 7.89 203 10.00 254 30.98 787 16.34 415 7.28 185 11.81 300 1181.7 536
12*10 300250 1000 254 12.01 305 3280 838 16.81 27 8.0 26 1969 ‘500 18386 834
14*12 350300 12.01 305 1327 337 3500 889 18.31 465 1050 269 2362  'B00 24030 1090
16"14 400*350 1327 337 1524 387 39.02 991 20.43 519 1.81 300 2362 ‘600 28880 1310
18*16 450400 15.24 387 17.24 438 4208 1082 2512 638 1378 350 2362 ‘600 41358 1876
20"18 500450 17.24 438 1925 489 4701 1194 2689 883 15.83 402 2362 ‘600 55644 2524
22*18 550450 17.24 438 2126 540 5098 1285 2680 683 1583 402 2362  '600 53571 2430
24*20 600*550 1925 489 2327 591 5500 1397 2045 748 17.56 445 2362 ‘600 75838 3440
2824 700*600 2327 591 27.01 686 6098 1549 3610 97 2091 531 3150 ‘800 93695 4250
3024 750°600 2327 501 20.02 737 6500 1651 3610 97 2001 531 3150 ‘800 104277 4730
34*28 850700 27.01 686 3278 832 7508 1930  37.72 958 2189 566 3150 ‘800 158730 7200
3630 900750 2002 737 34.49 876 8201 2083 4075 1035 2441 620 3150  *B0O0 189594 8600
4034 1000850 3276 832 38.50 978 8500 2150 4348 1104 2622 666 3150 ‘800 220899 10020
4236 1050900 34,49 876 4024 1022 8563 2175 4500 1143 2827 718 3150 ‘800 244708 11100
48*40 1200*1000 3850 978 4508 1188  ©587 2435 5650 1435 3492 8a7 31,50 ‘800 379188 17200

* Gear Operator

NEWAY reserves the right to change design, materials or specifications without notice and free of obligation to furnish or install such changes on products previouly sold.




Three-piece, split body, forged steel, side entry design TBS Series Ba" Valve

Gear Operator

2 50 ; : 1433

3 80 290 76 15,00 381 524 133 524 133 39,37 1000 2028 92
4 100 402 102 17.99 457 6.93 176 693 176 50.06 1500 3395 154
6 150 5.98 152 2402 610 6.02 153 6.02 153 11.81 *300 864.2 3a2
8 200 7.99 203 20,02 737 7.60 103 7.60 193 1575 *400 1351.4 813
10 250 10.00 254 3209 838 9.25 235 9.25 235 19.69 *500 18078 820
12 300 12.01 305 37.99 965 11.02 280 11.02 280 23862 *600 24802 1125
14 350 1278 324 4051 1020 1228 312 1228 312 2362 *600 35404 1610
16 400 1476 375 4449 1130 1437 365 1437 365 2362 600 44312 2010
18 450 1673 425 47.99 1219 16.30 414 16.30 414 2362 *600 61949 2810
20 500 18.62 473 52,01 1321 18.07 450 18,07 450 23862 *600 87302 3060
22 550 2063 524 5598 1422 19.96 507 19.96 507 31.50 *800 07222 4410
24 600 252 572 60.98 1549 2154 547 2154 547 31.50 *800 179012 8120
28 700 26.26 867 69.02 1753 2256 573 2256 573 3150 800 224912 10202
30 750 2811 714 7402 1880 2512 638 2512 638 3150 ‘800 256173 11620
32 800 30,00 762 80.00 2032 27,01 886 27.01 886 3150 ‘800 266798 12102
34 850 31.89 810 8500 2159 27.00 688 27.09 688 3150 "800 384965 17482
36 900 3374 857 90,00 2288 20.09 739 20,09 739 3150 800 444312 20154

Reduced Port

3*2 80*50 am 51 289 76 15.00 381 8.54 217 4869 1ne 18.11 460 158.5 7
4*3 100*80 299 ] 402 102 17.89 457 12.87 327 524 133 39.37 1000 2447 m
6%4 150*100 402 102 598 152 24,02 6_10 1350 343 693 176 59.08 1500 478 214

203 20.02 737 14,09 358 6.02 153 11.81
108 250"200 799 203 10.00 254 3299 838 16,97 431 760 193 1575
12*10 300*250 10.00 254 12.01 305 37.99 965 17.44 443 925 235 19,69
14*12  350*300 1201 305 12.76 324 4051 1029 19.06 484 11.02 280 2382
16*14  400*350 1278 324 1476 375 44.49 130 2126 540 1228 312 2362
18*16  450°400 1476 375 16.73 425 47.99 1219 2598 660 1437 285 2362
20"18 500450 1673 425 18.62 473 52,01 1321 27.56 700 16.30 414 2362
22*18 550°450 1673 425 20.63 524 5508 1422 27.56 700 18.30 414 2362
2420 600*500 1862 473 2252 572 6088 1549 3031 770 18.07 459 2362
2824 700°600 2252 572 2626 667 69.02 1753 37.20 945 2154 547 31.50
30"24 750600 2252 572 2811 714 74.02 1880 37.20 945 21.54 547 31.50
34*28 B50°700 26286 667 31.80 810 85.00 2159 38.86 987 2256 573 3150
3630 900°750 2811 714 3374 857 180,00 2286 4197 1086 2512 638 31.50

gddgddgddndse
;
8

* Gear Operator

NEWAY reserves the right to change design, materials or specifications without notice and free of obligation to furnish or install such changes on products previouly sold.




TB3 Series Ba" Valve Three-piece, split body, forged steel, side entry design

Gear Operator

H2

1500 LB Dimensions

o [ v [ wm [ W [ W [ W
4 100 4.02 102 21.50 546 B6.54 166 654 166 11.81 *300 571.0 259
6 150 575 148 2776 705 7.56 192 7.56 102 1575 *400 1047.2 475
8 200 7.64 194 3276 83z 937 238 P37 238 19.68 *500 18100 a1
10 250 941 230 30.02 %91 1079 274 10.79 274 2382 *600 40256 1826
12 300 11.38 289 44.49 1130 1252 318 1252 318 2362 *600 47840 2170
14 350 1252 318 4949 1257 19.02 483 19.02 483 2362 *600 4980.3 2250
16 400 1425 362 54.49 1384 21.02 534 21.02 534 2362 600 6084.7 2760
18 450 16.02 407 6051 1537 23.86 606 23.86 806 2362 *600. 8037.9 3646
20 500 17.99 457 8551 1664 27.01 686 27.01 686 31.50 ‘800 89140 4497
22 550 19.69 500 71.50 1816 2878 ™ 2878 3 .50 *800 12634.5 573
24 600 21.50 546 80.43 2043 30.51 775 3051 775 31.50 *800 15765.0 7151

6*4 150100 402 102 575 146 27.76 705 13.58 345 654 166 59.06 1500 7606 345

8'6 200150 575 148 7.84 194 32.76 832 14.37 385 756 192 11.81 *300 13205 599

10°8  250°200 764 194 9.49 241 39.02 991 16.65 423 9.37 238 15.75 *400 26367 1196
1210 300°250 .49 241 11.38 289 2449 130 2205 560 1079 274 19.69 500 20541 1340
14*12 350*300 1138 289 12,52 318 49.49 1257 2384 608 1252 318 2362 *600 6424.2 2014
16*14  400*350 1252 318 14.25 362 54.49 1384 26.06 662 19.08 485 2362 *600 5445.3 2470
18*16  450"400 1425 362 15.98 406 60.51 1537 31.34 796 21.02 534 2362 *600 65035 = 2950
2018  500%450 1802 07 1776 451 8551 1664 3343 849 2386 606 2362 ‘600 73854 3350
22*18 550*450 1602 407 19.49 485 71.50 1816 33.43 849 11.93 303 2362 600 79365 3600
24*20 600*500 17.99 457 2098 533 8043 2043 3795 964 27.01 886 3150 ‘800 128068 5850

2500 LB Dimensions

Full Port

2 0

3 ‘500 200
4 *S00 385
6 ; : ‘600 78
8 200 713 181 40.24 1022 2421 615 14.88 378 27.56 700 2680.6 1352
10 250 8.86 225 50.00 1270 2308 585 17.13 435 2092 760 a2 2137
12 300 10.51 267 55.98 1422 2772 704 2126 540 2092 760 72024 3267

* Gear Operator

MEWAY reserves the right to change design, materials or specifications without notice and free of obligation to furnish or install such changes on products previouly sold,






